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A B S T R A C T

The treatment of significant amounts of municipal sewage sludge requires novel and efficient technologies. This 
study evaluated hydrothermal liquefaction as a means to sustainably convert sludge waste into a renewable 
energy source – biocrude, which can mitigate both environmental and energy-related challenges. Response 
surface methodology was employed to investigate the effects of reaction temperature (290–360 ◦C) and residence 
time (0–30 min) on product yield and biocrude quality. Both the highest and the lowest reaction temperature or 
residence time had negative effects on biocrude yield and energy recovery (ER), while high reaction severities 
improved biocrude quality. Under optimized conditions (332 ◦C for 16.9 min), biocrude yield (48.9%, dry ash- 
free) and ER (70.8%) were maximized. Biocrude composition followed the order of N-heterocycles > O-het-
erocycles > hydrocarbons, while nitrogenous compounds reduced, and hydrocarbons increased with reaction 
temperature. More distillable fractions in biocrude were also produced at higher reaction severities. The possible 
reaction pathways of biocrude formation were discussed and updated to include catalytic effects on inherent 
metals and Brønsted (acidic and basic) sites. The high content of O (7.8–13.1%), N (4.4–4.9%), and TAN 
(48.6–63.6 mg KOH/g) suggested the necessity of biocrude upgrading. Separating and recycling trace metals (e. 
g., 497–656 mg/kg Fe) from biocrude are necessary to relieve upgrading challenges. C, N, and P were mostly 
distributed into HTL biocrude, aqueous, and hydrochar, respectively, allowing their recovery. Most metals were 
concentrated in hydrochar. The results contribute to the advancement of the state of the art in biorefinery, which 
will guide the design of full-scale HTL sludge treatment systems combining resource recovery.   

1. Introduction

With increasing population and rapid urbanization, municipal
wastewater treatment plants (WWTPs) generate a significant amount of 
wastewater solids (often called municipal sludge or sewage sludge), 
which require further treatment and disposal. Canada and the US re-
ported an annual sludge production of >660000 dry tonnes (approxi-
mately 2.5 million wet tonnes) and 12.7 million dry tonnes 
(approximately 56 million wet tonnes), respectively [1,2]. The known 
total sludge production rate from medium- and high-income countries 
was reported as 40 million dry tonnes per year [3]. Moreover, such a 

large amount is expected to keep rising due to population growth and 
increasingly stringent requirements for wastewater treatment. The cur-
rent strategy of sludge disposal includes land application, incineration, 
and landfilling. More than half of total sludge in Canada is land applied 
after being stabilized (i.e., biosolids). The biological stabilization tech-
niques (e.g., anaerobic digestion and composting) require a long sludge 
retention time (over 15 days), which are cost ineffective. Additionally, 
land application of biosolids is vulnerable to market fluctuations, such as 
high costs of transportation, agricultural land being saturated with nu-
trients, and public opposition due to the presence of pathogens and 
contaminants (e.g., hormones, pesticides, and heavy metals) [4]. 
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HTL sludge treatment. HTL reaction temperature and residence time 
have shown dominant effects on HTL products [13,14], and thus they 
were investigated in this study. As RSM can effectively optimize 
experimental conditions with a minimum number of experimental runs, 
it was used to design the HTL batch experiments. Multiple response 
models were developed using RSM: Yield of HTL products (biocrude, 
hydrochar, aqueous, and gas) and biocrude quality parameters, such as 
carbon recovery (CR), higher heating value (HHV), energy recovery 
(ER), energy return on investment (EROI), and total acid number (TAN). 
The optimization results for maximized biocrude ER were validated with 
additional experiments. Besides, the effects of experimental factors on 
biocrude characteristics were investigated. Finally, the elemental dis-
tribution among HTL products was presented to guide their proper 
utilization. 

2. Materials and methods

2.1. Materials

Considering the common process configuration of primary and sec-
ondary treatment in WWTPs, mixed primary and secondary sludge was 
selected as the HTL feedstock for the baseline model. Thickened 
screened primary sludge (TSPS) and thickened waste secondary sludge 
(TWSS) were collected from Annacis Island WWTP in Delta, BC, Canada. 
Once received, TSPS and TWSS were mixed in a volume ratio of 1:1 
based on the average annual flow, also representative of a typical plant. 
The mixed sludge was dewatered to 20 wt% total solids (TS) content by 
centrifugation and stored at 4 ◦C before experiments. A portion of mixed 
sludge was dried at 105 ◦C for 24 h and pulverized to pass No. 60 (250 
µm) sieve for characterization. Anhydrous dichloromethane (DCM, 
≥99.8%) was purchased from Sigma-Aldrich and used for reactor 
rinsing/washing and biocrude extraction. Type I water with a resistivity 
of 18.2 MΩ cm @ 23 ◦C was used for all reagent preparation. 

2.2. Bench-scale HTL experiments 

All HTL batch experiments were conducted on dewatered mixed 
sludge (20 wt% TS) in a bench-top pressure reactor (Parr® 4570). The 
reaction cylinder was made of Alloy C-276 with an inside volume of 1 L, 
with an inner diameter of 9.525 cm and a depth of 15.748 cm. To ach-
ieve a fast-heating rate, the cylinder was equipped with two heaters: A 
shell heater surrounding the cylinder and a band heater assigned to the 
cylinder head, controlled by Parr® 4848 Controller and Parr® 4838 
Controller, respectively. In each experiment, the reaction cylinder was 
loaded with 500.0 ± 0.1 g of sludge sample and sealed. Nitrogen gas was 
purged through the gas inlet for 5 min to create an inert environment in 
the vessel. As fast heating or short ramping time has been found bene-
ficial to biocrude yield [21–23], the reactor was heated at the fastest 
heating rate from room temperature (22–23 ◦C) to the desired reaction 
temperature (290–360 ◦C) in approximately 1 h. Continuous agitation of 
500 rpm was employed throughout the reaction by a magnetic drive. 
Once the reactor reached the reaction temperature, it was held for the 
desired residence time (0–30 min). Thereafter, the reactor was turned 
off and the vessel was cooled to room temperature in 1–2 h by running 
cold water through the internal cooling coil. The temperature profiles 
were shown in the supplementary material (Fig. S1). 

2.3. HTL products separation 

After the reactor cooled to room temperature, the gas produced 
during HTL was collected in a 10-L Tedlar bag for the determination of 
volume and compositions. The reactor was opened and the mixture of 
HTL aqueous, biocrude, and hydrochar were collected and centrifuged 
at 4000 × g for 15 min. The water-soluble supernatant was filtered using 
a pre-weighed hydrophilic nylon membrane (20 µm pore size) and the 
filtrate was collected and referred to as HTL aqueous phase. The 

Incinerating sludge requires significant expenditures and energy inputs 
[5]. Landfilling sludge is restricted for over-generating methane and 
wasting organic matters and nutrients [6]. Considering the growing 
sludge production and climate change concerns, alternate options for 
sustainable sludge treatment, such as waste-to-energy conversion, are 
demanded and have attracted extensive research. 

Due to the high moisture content (almost 98%, by weight) and 
massive volume of raw sludge, its handling is challenging and costly. A 
novel technique, hydrothermal liquefaction (HTL), is considered one of 
the most promising technologies to address those challenges environ-
mentally friendly, efficiently, and economically [7]. Municipal sludge is 
often seen as waste, but HTL converts sludge into biocrude that can be 
refined to a low-carbon fuel. HTL does not require drying processes but 
instead uses hot pressurized water as a reaction medium through a 
thermochemical process. This ability significantly reduces the energy 
input compared to other techniques that require dry feedstocks (e.g., 
incineration and pyrolysis) [8]. HTL can also efficiently decompose 
organic matter/pollutants and reduce the volume of residual solids by 
using elevated temperature (280–374 ◦C) and pressure (8–22 MPa) in a 
short period (typically < 30 min) [9]. After HTL, maximum C is con-
verted into biocrude while most P is enriched in hydrochar to allow its 
recovery, representing a justifiable and sustainable operation for sludge 
treatment. Several studies also suggested that hydrothermal treatment 
especially HTL can remove most micropollutants [10–12]. In summary, 
HTL can be simultaneously used for waste-to-energy conversion, organic 
pollutants destruction, waste minimization, and sterilization for final 
disposal. 

A successful bench-scale continuous-flow test at the Pacific North-
west National Laboratory (PNNL) has demonstrated that HTL is capable 
of handling municipal sludge, and the subsequent hydrotreating turned 
biocrude into liquid fuel [2]. A significant reduction (94–99%) of re-
sidual solids for disposal was also achieved. Such success shows a way to 
beneficially utilize waste and produce biofuel from clean and renewable 
resources, which addresses the global demand for low carbon energy. 
Currently, Metro Vancouver in British Columbia (BC, Canada) is leading 
the design of a pilot-scale HTL demonstration unit at the Annacis Island 
WWTP. However, several extensive literature reviews [3,13,14] iden-
tified many research gaps that need to be addressed before an HTL 
system can be successfully incorporated into a WWTP. First and fore-
most, the operational conditions of the HTL system need to be optimized 
for energy recovery and economically sustainable operation. The opti-
mum HTL conditions are usually feedstock-specific due to the difference 
in biochemical compositions. Using model compounds, it has been 
identified that energy recovery (ER) in biocrude from HTL (350 ◦C) of 
different feedstocks followed the order of lipids (82.7–86.7%) > proteins 
(10.7–36.4%) > carbohydrates (8.3–13.7%) > lignin (2.5%) [15,16]. 
Synergistic effects on biocrude yield and ER were also found from binary 
mixtures of proteins–carbohydrates, proteins–lipids, and carbohy-
drates–lignin due to the Maillard reaction, amides formation, and po-
tential retro-aldol reactions favored by alkaline lignin, respectively 
[16,17]. Therefore, using a feedstock balanced with various biochemical 
compounds can take advantage of those synergies for maximizing bio-
crude production and ER. In a typical WWTP, primary and secondary 
sludges are generated, which are rich in carbonates/lipids and protein, 
respectively [14]. Their mixture (mixed sludge) represents a balanced 
feedstock for HTL. On the other hand, the improvement by those syn-
ergies also depends on specific compositions of feedstock and HTL 
operational conditions [17,18]. Therefore, process optimization is 
crucial for implementing HTL to a typical WWTP. 

To date, only two studies used the response surface methodology 
(RSM) to optimize the conditions for HTL of primary sludge and co-HTL 
of waste activated sludge and sawdust regarding biocrude yield [19,20]. 
To the best of the authors’ knowledge, optimization of HTL parameters 
aiming for biocrude ER from mixed sludge was never evaluated. This 
study was motivated to address the research gap and provide guidance 
in designing a pilot and subsequently a full-scale WWTP incorporating 



± 1.41) in duplicate, and a triplicate of the center point (coded as 0). A 
polynomial regression model expressed by Eq. (1) was performed to 
examine the interactive relationships between the variables and the 
responses. The analysis of variance (ANOVA) was used to analyze the 
experimental data and evaluate the statistical significance of the model 
at a confidence level of 95% using Design-Expert® Version 13. 
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Where Yr is the response variable; Xi and Xj are the independent 

variables; β0, βi, βii, and βij are the intercept, linear, quadratic, and 
interaction coefficients of the model, respectively. 

2.5. HTL product yields and energy recovery 

Samples of dewatered sludge feedstock and hydrochar were dried in 
an oven at 105 ◦C for 24 h to measure dry matter content. The volume of 
produced gas was measured using a gas flow meter (Alicat M−series, 
accuracy ± 0.6%) in an air-conditioned room, and the mass was calcu-
lated using the ideal gas law by Eqs. (2) and (3). To minimize the sys-
tematic error for calculations, the ambient pressure and temperature 
were recorded during the measurement using a digital pressure gauge 
(Keller LEO2, accuracy ± 0.1%) and digital hygrometer (ThermoPro 
TP49, accuracy ± 1 ◦C), respectively. The error for gas mole number (n) 
was estimated within 0.7%. 

n =
PV
RT

(2)  

m = nM (3) 

where 
n = mole number of HTL gas (mol); 
P = pressure of HTL gas (atm); 
V = volume of HTL gas (L); 
R = ideal gas constant (0.08205 L atm/mol K); 
T = absolute temperature of HTL gas (K); 
m = mass of HTL gas (g); and, 
M = average molar mass of HTL gas (g/mol). 
The yields (Y) on a dry basis (db) and dry ash-free basis (daf) of 

biocrude, hydrochar, and HTL gas were calculated by Eqs. (4) and (5), 
respectively, while the difference was attributed to HTL aqueous. 

Y(%, db) = (dry mass of product/dry mass of sludge feedstock) × 100
(4)   

ER and EROI were calculated based on Eqs. (6) to (9) [24,25]: 

ER(%) = Yproduct × HHVproduct/HHVfeedstock (6) 

Table 1 
Independent variables and levels (code) of CCC design for HTL experiments and product yield.  

Run Factors Yield (%, db)a Yield (%, daf)a 

Reaction temperature (◦C) Residence time (min) Biocrude Hydrochar Aqueous Gas Biocrude Hydrochar Aqueous Gas 

1 325 (0) 15 (0)  43.2  15.1  33.0  8.8  48.1  6.4  35.7  9.8 
2 350 (1) 25.6 (1)  41.0  13.8  35.2  10.1  45.6  4.9  38.2  11.3 
3 300 (–1) 25.6 (1)  40.1  17.4  34.4  8.1  44.8  8.9  37.3  9.1 
4 300 (–1) 25.6 (1)  41.2  15.6  34.8  8.4  45.9  7.0  37.7  9.4 
5 350 (1) 4.4 (–1)  41.4  13.5  36.3  8.8  46.2  4.7  39.3  9.8 
6 300 (–1) 4.4 (–1)  36.5  17.6  39.7  6.2  40.7  10.2  42.2  6.9 
7 325 (0) 15 (0)  43.4  15.1  33.4  8.2  48.4  6.4  36.2  9.1 
8 350 (1) 25.6 (1)  40.2  13.6  36.1  10.1  44.9  4.7  39.1  11.3 
9 300 (–1) 4.4 (–1)  36.9  17.0  39.5  6.6  41.2  9.6  41.8  7.4 
10 350 (1) 4.4 (–1)  41.9  13.9  35.7  8.5  46.7  5.4  38.5  9.5 
11 360 (1.41) 15 (0)  40.6  15.1  34.6  9.8  45.2  5.9  37.9  10.9 
12 290 (–1.41) 15 (0)  38.9  17.2  36.5  7.5  43.3  9.3  38.9  8.4 
13 325 (0) 0 (–1.41)  38.8  16.9  36.7  7.6  43.3  7.8  40.3  8.5 
14 325 (0) 15 (0)  42.8  15.6  33.1  8.5  47.7  6.6  36.2  9.5 
15 360 (1.41) 15 (0)  41.3  14.3  34.4  10.1  46.1  5.4  37.3  11.3 
16 290 (–1.41) 15 (0)  37.5  16.5  38.5  7.6  41.8  8.4  41.4  8.5 
17 325 (0) 0 (–1.41)  39.9  16.6  35.9  7.6  44.6  7.6  39.4  8.5 
18 325 (0) 30 (1.41)  40.3  15.6  34.9  9.2  44.9  6.3  38.5  10.3 
19 325 (0) 30 (1.41)  40.8  15.5  34.7  9.0  45.5  6.4  38.1  10.0  

a db = dry basis; daf = dry ash-free. 

Y(%, daf ) = (dry ash free mass of product/dry ash free mass of sludge feedstock) × 100 (5)   

remained biocrude and hydrochar mixture (centrifugation cake and 
filtration residue) was washed with approximately 1 L dichloromethane 
(DCM) and filtered with the pre-weighed membrane. The filtered cake 
was transferred into 50 mL centrifuge tubes, extracted with DCM by 
vortex at 3,000 rpm for 30 s [23]. After centrifuging at 10000 × g for 10 
min, the DCM-soluble phase was filtered (20 µm nylon membrane) and 
collected. The extraction was repeated until the filtrate became color-
less. The DCM-insoluble solid residue was referred to as hydrochar. The 
filtrate was evaporated at 45 ◦C for approximately 2 h under reduced 
pressure to remove DCM using a rotary evaporator and the remaining 
black viscous liquid was donated as biocrude.

2.4. Experimental design 

A circumscribed central composite (CCC) design was used in the RSM 
to arrange experiments, which allows for the exploration of factorial 
effects on response beyond or below the chosen variable range by 
examining outer extreme axial points. As shown in Table 1, the design 
included two variables and five levels with a total of 19 runs. It consists 
of 4 factorial points (coded as ± 1) in duplicate, 4 axial points (coded as 



(7)  

(8)  

(9) 

where 
HHV = higher heating value (MJ/kg); 
mbiocrude = total mass of produced biocrude (kg); 
mF = mass of sludge feedstock (kg); 
CP = specific heat capacity of municipal sludge (equivalent to water, 

4.186 × 10−3 MJ/kg ◦C); 
T = HTL reaction temperature (◦C); and, 
T0 = room temperature (23 ◦C). 

2.6. Characterization of sludge feedstock and HTL products 

Ash contents in dried dewatered sludge and hydrochar were 
measured by burning at 750 ◦C for 2 h following the American Society 
for Testing and Materials (ASTM) Method D3174–12. Ash content of 
biocrude was determined by burning at 750 ◦C until all carbonaceous 
material disappeared according to the ASTM D482–19. Ultimate ana-
lyses (C, H, N, and S) were conducted by an automatic elemental 
analyzer (Costech ECS 4010). The content of O was estimated by the 
difference of C, H, N, S, and ash. The main components (N2, O2, CO2, and 
CH4) of HTL gases were analyzed using an Agilent 7820A gas chroma-
tography with a thermal conductivity detector (GC-TCD) equipped with 
a packed column (Agilent G3591-8003/80002). The pH of sludge was 
determined using a pH meter (Fisher Accumet Model 320). The TAN in 
biocrude was measured by the color-indicator titration method (ASTM 
D974–14). The HHV of dried sludge and biocrude were determined by a 
bomb calorimeter (IKA C5000). The inorganic elements were extracted 
by microwave-assisted acid digestion following the US Environmental 
Protection Agency (EPA) Method 3051A. All extracts were diluted to 1% 
(v/v) nitric acid concentration and analyzed by an Agilent 8900 Triple 
Quad inductively coupled plasma mass spectrometry (ICP-MS). The 
characteristics of mixed sludge were presented in Tables 2 and 3. 

Thermogravimetry and differential scanning calorimetry (TGA-DSC) 
analysis was performed on biocrude using a TA Instruments SDT Q600 
analyzer. Approximately 10 mg of sample was heated at a heating rate of 
2 ◦C/min from 30 to 700 ◦C with a nitrogen (N2) or air purge rate of 100
mL/min. Results were obtained by subtracting blank measurements with 
the empty platinum crucible. 

Gas chromatography-mass spectroscopy (GC–MS) analysis of bio-
crude was performed using a GCMS-TQ8030 (Shimadzu, Japan) equip-
ped with a capillary column (RXi-5SiMS, 30 m × 0.25 mm × 0.25 µm). 
Isopropanol was the solvent and the carrier gas (helium) was used at a 
flow rate of 3 mL/min. The column temperature was programed as 
follows: Hold at 50 ◦C for 5 min, ramp to 180 ◦C at a heating rate of 4 ◦C/ 
min, ramp to 280 ◦C at a heating rate of 16 ◦C/min, and hold at 280 ◦C 

for 5 min. The temperatures of injection, ion source, and interface were 
set at 250, 250, and 260 ◦C, respectively. Samples were injected with a 
split ratio of 1:10. Full-scan mass spectra were performed at a mass 
range of 40–600 m/z in Q3 scan mode after a 2.5 min solvent delay. The 
mass spectra libraries of NIST11 and NIST11s were used to identify 
compounds. The relative area percentages of identified peaks were 
calculated by integrating the total ion chromatogram (TIC). Detailed 
information was included in Table S1. 

3. Results and discussion

3.1. Product yields and modeling

Response surface methodology was applied to investigate the effect 
of experimental variables on product yields. Dry ash-free yields were 
used as the responses to obtain better models that are applicable to 
various sludge feedstock. The yields (Y) of biocrude, hydrochar, 
aqueous, and gas obtained from the HTL treatment (290–360 ◦C for 
0–30 min) varied from 40.7 to 48.3% daf, 4.7–10.4% daf, 35.6–42.1% 
daf, and 6.9–11.3% daf, respectively (Table 1). The most suitable models 
for the yields (%, daf) were selected based on the goodness of fit and 
significance of model terms, as expressed in Eqs. (S1–S4) in the Sup-
plementary Material. The actual equations can be used to make pre-
dictions about the yield of products at a given reaction temperature and 
residence time. The coded equations were given in Eqs. (10–13) to 
identify the relative effects of factors by comparing the factor co-
efficients. Overall, reaction temperature showed a higher linear impact 
than residence time on the yield of all HTL products. 

Ybiocrude = 48.0 + 1.2A + 0.6B − 1.4AB − 2.0A2 − 1.7B2 (10)  

Yhydrochar = 6.8 − 1.2A − 0.6B + 0.5AB + 0.2B2 − 0.9AB2 (11)  

Table 2 
Proximate and ultimate analyses of dewatered mixed sludge.  

Parametera Values (n = 2) 

pH 5.97 ± 0.04 
Alkalinity (mg CaCO3/L) 2433.0 ± 0.0 
Volatile fatty acids (mg/L) 746 ± 35 
Volatile matter (%, db) 78.6 ± 0.5 
Ash (%, db) 10.5 ± 0.1 
Fixed carbon (%, db) 10.9 ± 0.5 
C (%, db) 47.6 ± 0.1 
H (%, db) 6.8 ± 0.1 
N (%, db) 5.4 ± 0.1 
S (%, db) 0.9 ± 0.0 
O (%, db) 28.8 ± 0.1 
HHV (MJ/kg, db) 22.1 ± 0.1  

a db – dry basis. 

Table 3 
Metal species in dewatered mixed sludge (n = 3).  

Inorganics Concentration (mg/kg, dry basis) 

Alkali metals 
Na 359 ± 75 
K 1395 ± 122  

Alkaline earth metals 
Ba 1001 ± 6 
Ca 6915 ± 797 
Mg 2370 ± 113  

Transition metals 
Cd <0.06 
Cr 26.9 ± 0.5 
Co 1.72 ± 0.02 
Cu 230 ± 9 
Fe 9819 ± 375 
Mn 112 ± 1 
Mo 6 ± 1 
Hg 0.8 ± 0.1 
Ni 11.4 ± 0.5 
Ag 1.6 ± 0.1 
V 4.2 ± 0.1 
Zn 548 ± 9  

Post-transition metals 
Al 2691 ± 136 
Pb 17 ± 2  

Non-metals 
As 1.8 ± 0.2 
Se 2.4 ± 0.6 
P 13909 ± 74  

EROI = energy output/energy input 

Energy output = HHVbiocrude × mbiocrude 

Energy input = mF × CP × (T − T0)



Yaqueous = 36.1 − 0.6A − 0.6B + 1.0AB + 1.6A2 + 1.5B2 − 0.6A2B (12)  

Ygas = 9.3 + 1.0A + 0.6B − 0.1AB + 0.2A2 + 0.3A2B (13) 

where A and B were the coded factors with the high levels coded as +
1 and the low levels coded as −1. 

As shown in Table 4, all the models for the yield of HTL products 
were found statistically significant (p < 0.05). The lack of fit values were 
not significant (p > 0.05) relative to the pure error, indicating that 

models well fit the experimental data. The goodness of fit for all models 
was also proven by the high values of coefficient of determination (R2 >

0.9), adjusted R2 (>0.8), and predicted R2 (>0.7). The predicted R2 was 
in reasonable agreement with the adjusted R2 for each model, with a 
difference of < 0.1, suggesting sufficient terms in the model [26]. The 
signal-to-noise ratio (adequate precision) was also desirable (>4) for all 
models, which can be used to navigate the design space. 

The response surface graphs in Fig. 1 showed the main and inter-
action effects of HTL reaction temperature and residence time on the 
product yield. Both experimental factors were found to have significant 
effects on the yield of all HTL products. Significant interaction (AB) and/ 
or multiple interactions (AB2 or A2B) were also found for all yield 
models. As shown in Fig. 1a, at low levels of reaction temperature (e.g., 
300 ◦C) or residence time (e.g., 4.4 min), increasing residence time or 
reaction temperature alone could substantially increase biocrude yield. 
It suggested that sufficient reaction severity (higher temperature or 
longer residence time) was necessary for the decomposition of sludge 
components (e.g., lignin and protein) and the formation of biocrude 
intermediates [13,14]. However, at high levels of reaction temperature 
(e.g., 350 ◦C) or residence time (e.g., 25.6 min), a limited increase of 
biocrude yield was shown, followed by a slight decline, when increased 
residence time or reaction temperature alone. This decrease was 
possibly due to the polymerization of biocrude intermediates into high 
molecular weight coke that contributed to hydrochar [27]. Another 
mechanism could be active secondary decomposition and enhanced 
gasification under higher severity [28], which led to the decrease of 
biocrude yield and increased the yield of aqueous and gas, as observed in 

p-value Ybiocrude Yhydrochar Yaqueous Ygas 

Model  <0.0001  <0.0001  <0.0001  <0.0001 
A-Reaction temperature <0.0001  <0.0001  0.0031  <0.0001 
B-Residence time 0.0012  0.0014  0.0398  <0.0001 
AB <0.0001  0.0326  0.0010  0.3220 
A2 <0.0001  – <0.0001  0.1081 
B2 <0.0001  0.3302  <0.0001  – 
AB2 – 0.0083 –  – 
A2B –  –  0.1266  0.0395 
Lack of Fit 0.5413  0.4287  0.4439  0.0799  

Fit statistics 
R2 0.9435  0.9302  0.9023  0.9627 
Adjusted R2 0.9217  0.9034  0.8535  0.9483 
Predicted R2 0.8801  0.8378  0.7717  0.9228 
Adequate precision  20.2355  16.9013  14.1913  24.4963 

– Insignificant terms (p > 0.05) excluded to improve models.

Fig. 1. Response surface plots for the yield of HTL (a) biocrude, (b) hydrochar, (c) aqueous, and (d) gas.  

Table 4 
ANOVA and fit statistics for the models of HTL product yield (Y).  



down pattern with increasing reaction severity [34]. The controversial 
results could be caused by the use of solvent (DCM) extraction of 
aqueous in those studies, which obtained more water-soluble organics as 
biocrude. Therefore, the results of this study could represent a 
continuous-flow HTL system where physical separation is more appli-
cable [11]. The HTL gas yield (Fig. 1d) nearly linearly increased with 
reaction temperature and residence time mainly due to the decarbox-
ylation reaction (around 98% CO2). This positive impact was also sup-
ported by all significant terms in Eq. (13). 

3.2. Elemental contents and energy recovery of biocrude 

3.2.1. Elemental analysis 
Elemental compositions and ash content of biocrude generated at 

different reaction temperatures and residence time were presented in 
Table 6. The HHV, ER, and EROI were also estimated. Similar to other 
studies [14], HTL biocrude mainly consisted of C (72.1–76.9%), H 
(9.1–9.7%), O (7.8–13.1%), N (4.4–4.9%), S (0.5–0.9%), and minor ash 
(0.1–0.4%), with an HHV of 34.8–37.2 MJ/kg. Noticeably, a linear in-
crease of C content and a linear decrease of O content in biocrude were 
observed with increasing reaction temperature and residence time 
(Fig. 2). The linear models were significant and well fitted (Table 7). 
Compared to bio-oil from pyrolysis (at 450 ◦C for 1 h) of municipal 
sludge [36], which had 58.85% of C and 30.71 MJ/kg of HHV, HTL 
biocrude exhibited a superior quality. Considering the capacity of pro-
cessing wet biomass and lower operational temperature, HTL could 
represent a more sustainable waste-to-energy technology than conven-
tional pyrolysis. Due to higher contents of heteroatoms (e.g., O and N), 
HTL biocrude showed lower C, H, and HHV than those of petroleum with 
a range of 83–87%, 10–14%, and 41–48 MJ/kg, respectively [37,38]. As 
shown by the van Krevelen diagrams in Fig. 3, the H/C, O/C, and N/C 
atomic ratios in biocrude sharply decreased compared to the feedstock 
as a result of decarboxylation, dehydration, and denitrogenation (e.g., 
deamination) reactions. Also, higher reaction temperature and residence 
time could further reduce O/C contents in biocrude (Fig. 2). However, 
biocrude still contained a much higher content of O/C and N/C than 
petroleum mainly due to the production of oxygen functional groups 
from the decomposition of protein and carbohydrates and the formation 
of N/O-heterocyclic through Maillard reactions [39]. Therefore, 
upgrading biocrude using deoxygenation and denitrogenation pro-
cesses, such as hydrodeoxygenation or hydrotreating, could be neces-
sary to improve the fuel quality. Primary sludge-derived biocrude after 
hydrotreating could be upgraded to a quality comparable to petroleum 
[2]. 

3.2.2. Carbon and energy recovery 
Fig. 4 illustrated the response surfaces for HHV, CR, ER, and EROI of 

biocrude, with statistical analyses shown in Table 7. The best-fitted 

Reactor type HTL feedstock Feedstock TS (wt%) HTL conditions Maximum biocrude yield (%, db) Reference 

Batch Mixed sludge 20 332 ◦C, 16 min 43.3 
(48.2 daf)a 

This study 

Undigested sludge 20 300 ◦C, 30 min 16 [28] 
Digested sludge 9.1 325 ◦C, 15 min 26 [29] 
Digested sludge 25 350 ◦C, 20 min 21.3 [30] 
Municipal sludge 15.5 300 ◦C, 60 min 30.1 [31] 
Digested sludge 10 320 ◦C, 30 min 22.5 [32] 
Primary sludge 10 350 ◦C, 30 min 22 [33] 
Waste activated sludge + sawdust 10 310 ◦C, 10 min 33.7 [20] 
Primary sludge 2.2 350 ◦C, 4 min 30.9 [34] 
Secondary sludge 10 340 ◦C, 20 min 23 [5] 
Undigested sludge 10 350 ◦C, 30 min 32.3 [35] 
Primary sludge 9 330 ◦C, 10 min 43.4 [19] 

Plug-flow continuous Primary sludge 16 325 ◦C, 9 min 40.8 [11]  

a predicted values. 

Fig. 1c and d. Model Eq. (10) also indicated that both temperature and 
residence time had positive linear effects on biocrude yield, while the 
negative interaction effects and secondary effects can cause the reduc-
tion of biocrude yield. Couto et al. observed that biocrude yield from 
digested sludge decreased at above 325 ◦C for 15 min [29]. Both too 
high and too low reaction temperature or residence time showed 
adverse effects on biocrude yield, with the optimal temperature range of 
320–340 ◦C and residence time range of 10–20 min. Through modeling, 
the optimum conditions for maximum biocrude production were at 
332 ◦C for 16 min, with a predicted yield of 48.2%, daf. As shown in 
Table 5, the predicted optimum HTL conditions were within the re-
ported range (300–350 ◦C and 4–30 min) from the literature and the 
predicted biocrude yield was at the upper level of reported data from 
both batch and continuous HTL. 

As a solid product, the yield of hydrochar declined constantly with 
increasing reaction temperature due to the conversion of organics 
(Fig. 1b). At low reaction temperatures (e.g., 300 ◦C), hydrochar yield 
also reduced with raising residence time and remained around 8%, daf 
after 15 min. At high reaction temperatures (e.g., 350 ◦C), hydrochar 
yield generally remained around 5%, daf although it slightly increased 
and then decreased by increasing residence time. Such a peak could be 
attributed to the char-forming reactions, such as condensation, cycli-
zation, and polymerization of the aqueous product that showed the 
opposite trend in yield (Fig. 1c). In general, the factors showed dominant 
negative effects on hydrochar yield based on Eq. (11). The plot of 
aqueous yield (Fig. 1c) was literally inverse to biocrude yield as also 
revealed by the model equations, indicating the competitive distribution 
between aqueous compounds and biocrude components. The sum of 
aqueous and biocrude yield remained between 82 and 86%, daf under 
all conditions, suggesting that sludge was initially and primarily con-
verted into aqueous and biocrude [34]. Linear correlation analysis 
indicated that the aqueous yield was negatively correlated to biocrude 
yield (adjusted R2 = 0.85). The aqueous yield sharply decreased with 
increasing reaction temperature and residence time, which reached a 
predicted minimum of 36%, daf at 329 ◦C and 16.4 min close to the 
conditions for maximum biocrude production. Such finding is critical as 
it indicates that controlling HTL operating conditions could affect the 
partitioning of organics between biocrude and aqueous, thus maxi-
mizing biocrude production could simultaneously minimize the aqueous 
product and associated treatment cost in the WWTP. A similar down- 
and-up tendency of aqueous yield due to increasing temperature and 
residence time was also observed by HTL of biomass (mainly micro-
algae) [29]. The mechanism could be that higher reaction temperature 
and longer time provided sufficient energy and time to rearrange water- 
soluble intermediates into biocrude molecules through condensation 
and repolymerization [29]. However, Xu et al. found that HTL aqueous 
yield from secondary sludge decreased when reaction temperature 
raised from 260 ◦C to 350 ◦C [5], and Qian et al. reported an up-and- 

Table 5 
Comparison of the optimum biocrude yield in this study with the literature.  



models (Eqs. S5–S8) were listed in the Supplementary Material. The 
coded equations were presented below: 

Biocrude HHV = 35.38 + 0.53A + 0.46B + 0.39A2 + 0.30B2 (14)   
BiocrudeCR=67.67+2.50A+1.01B−1.68AB−2.85A2 −2.51B2 +0.861A2B

(15)  

Run Reaction temperature (◦C) Residence time (min) Ultimate analysis (%) Ash (%) HHV 
(MJ/kg) 

ER (%) EROI 

C H N S O 

1 325 15  74.2  9.3  4.8  0.8  10.6  0.3  35.4  69.1  2.42 
2 350 25.6  75.8  9.6  4.8  0.5  8.9  0.4  37.0  68.5  2.22 
3 300 25.6  74.7  9.6  4.4  0.8  10.4  0.1  36.0  65.2  2.49 
4 300 25.6  73.6  9.4  4.8  0.7  11.1  0.4  35.8  66.7  2.54 
5 350 4.4  74.0  9.2  4.7  0.7  11.1  0.3  36.1  67.6  2.19 
6 300 4.4  72.8  9.3  4.6  0.8  12.3  0.2  34.9  57.5  2.19 
7 325 15  74.6  9.3  4.8  0.8  10.2  0.3  35.4  69.4  2.43 
8 350 25.6  76.9  9.5  4.9  0.6  7.8  0.3  36.9  67.0  2.17 
9 300 4.4  73.1  9.1  4.8  0.6  12.2  0.2  34.8  57.9  2.21 
10 350 4.4  73.9  9.4  4.8  0.8  10.8  0.3  35.8  67.8  2.19 
11 360 15  76.6  9.6  4.6  0.7  8.3  0.2  37.2  68.2  2.14 
12 290 15  72.1  9.3  4.5  0.8  13.1  0.2  35.3  62.0  2.46 
13 325 0  74.3  9.6  4.8  0.9  10.2  0.2  35.8  62.7  2.20 
14 325 15  75.4  9.1  4.8  0.6  9.9  0.2  35.3  68.2  2.39 
15 360 15  75.6  9.7  4.8  0.9  8.8  0.2  36.8  68.7  2.16 
16 290 15  73.9  9.3  4.7  0.8  11.0  0.3  35.9  60.7  2.41 
17 325 0  73.7  9.5  4.6  0.9  11.2  0.1  35.4  63.8  2.24 
18 325 30  75.1  9.5  4.6  0.7  9.9  0.2  36.5  66.4  2.33 
19 325 30  75.4  9.5  4.6  0.6  9.6  0.3  36.9  68.0  2.38  

a HHV = higher heating value; ER = energy recovery; EROI = energy return on investment. 

Fig. 2. Contour plots for (a) C content, (b) O content, and (c) O/C atomic ratio of biocrude.  

Table 7 
ANOVA and fit statistics for the models of biocrude quality.  

p-value C O O/C HHV CR ER EROI 

Model  <0.0001  <0.0001  <0.0001  <0.0001  <0.0001  <0.0001  <0.0001 
A-Reaction temperature <0.0001  <0.0001  <0.0001  <0.0001  <0.0001  <0.0001  <0.0001 
B-Residence time 0.0007  0.0009  0.0011  <0.0001  <0.0001  <0.0001  <0.0001 
AB –  –  –  –  <0.0001  <0.0001  <0.0001 
A2 –  –  –  0.0010  <0.0001  <0.0001  <0.0001 
B2 –  –  –  0.0062  <0.0001  <0.0001  <0.0001 
A2B –  –  –  –  0.0045  –  – 
Lack of Fit 0.5367  0.3008  0.3384  0.1102  0.8715  0.2491  0.1478  

Fit statistics 
R2 0.7638  0.7884  0.7802  0.9061  0.9876  0.9634  0.9570 
Adjusted R2 0.7342  0.7620  0.7527  0.8793  0.9814  0.9494  0.9404 
Predicted R2 0.6623  0.6900  0.6791  0.8211  0.9656  0.9222  0.9085 
Adequate precision  12.6158  13.3736  13.0630  14.8372  38.1381  22.2585  20.1838 

– Insignificant terms (p > 0.05) excluded to improve models.

Table 6 
Quality of biocrude from municipal mixed sludge under various HTL conditions.a
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Fig. 3. van Krevelen diagram of biocrude from various HTL conditions, compared to feedstock (mixed sludge) and petroleum crude oil [39].  

Fig. 4. Response surface plots for (a) HHV, (b) CR, (c) ER, and (d) EROI of biocrude from HTL of mixed sludge.  



Biocrude ER = 78.78 + 2.80A + 1.78B − 2.09AB − 2.14A2 − 1.96B2 (16)  

Biocrude EROI = 2.41 − 0.092A + 0.064B − 0.078AB − 0.065A2 − 0.067B2

(17) 

where, A and B were the coded factors. 
As shown in Fig. 4a, biocrude HHV increased notably when the re-

action temperature and/or residence time increased, with the maximum 
HHV (37.2 MJ/kg) obtained at 360 ◦C for 15 min. However, the model 
predicted that higher HHV could be achieved at higher reaction sever-
ities. The findings were in agreement with the literature. Silva Thomsen 
et al. conducted HTL of primary sludge with a plug-flow continuous 
system and found that biocrude HHV increased from 30.2 to 34.6 MJ/kg 
within the temperature range of 300–350 ◦C [11]. Increasing residence 
time from 0 to 30 min was found to enhance biocrude HHV produced at 
both subcritical (325 ◦C) and supercritical (375 ◦C) conditions [40]. The 
increase of biocrude HHV could be benefited from the removal of O by 
enhanced decarboxylation, dehydration, and recombination reactions 
[14]. The coded Eq. (14) also suggested that reaction temperature and 
residence time showed comparable impacts on improving biocrude 
HHV, while no significant interaction effects were found. 

The biocrude CR (Fig. 4b) and ER (Fig. 4c) showed response surfaces 
fairly similar to biocrude yield (Fig. 1b) regarding the effects of reaction 
temperature and residence time. Both biocrude CR and ER increased 
first and then decreased when increasing reaction temperature or resi-
dence time alone, which varied at 56.6–68% and 59.1–71.3%, respec-
tively. Such trends were mainly related to the change of biocrude yield. 
Fig. 5 demonstrated that biocrude ER had a linear correlation to bio-
crude yield and CR, with an adjusted R2 of 0.87 and 0.95, respectively. 
This indicated that, to some extent, biocrude yield or CR could be used to 
predict biocrude ER which is a more representative measurement for 
both quantity and quality of biocrude. Sudibyo et al. also stated that all 
investigated factors showed identical impacts on biocrude CR and ER to 
those for biocrude yield from HTL of acid whey at a temperature range of 
280–360 ◦C [41]. Although biocrude HHV improved with increasing 
reaction severity, biocrude yield dropped after 332 ◦C for 16 min. As a 
result, the model predicted that maximum biocrude CR (68.2%) and ER 
(70.8%) could be reached at a moderate condition (332 ◦C for 16.9 min) 
close to those for maximum biocrude yield. Compared to the previous 
study by PNNL using sludge from the same WWTP, although having 
similar elemental contents and energy densities, the biocrude ER from 
mixed sludge (up to 70.8%) was notably higher than that from primary 
(63.5%), secondary (34.9%), and digested sludge (41.3%) [2]. This 
highlighted the importance of process optimization. Meanwhile, the 
balance of carbohydrates and proteins in the mixed sludge also pro-
moted the Maillard reaction and thus contributed to the higher biocrude 

yield and ER. It was reported that Annacis Island WWTP primary sludge 
contained 50.55% of carbohydrates and 21.74% of protein while sec-
ondary sludge had 15.72% of carbohydrates and 50.97% of protein on a 
dry basis [42]. As a result, their mixture (mixed sludge) could have a 
carbohydrate to protein mass or molar ratio close to 1:1 where the 
greatest synergetic effect from the Maillard reaction could occur [18]. 

The EROI was estimated by considering the energy output from 
biocrude over the main energy input only for heating the reactor during 
HTL. As shown in Fig. 4d, the EROI went up and down at low reaction 
temperatures (e.g., 300 ◦C) or short residence time (e.g., 4.4 min) when 
residence time or reaction temperature was increased alone, whereas it 
decreased sharply with increasing reaction temperature or decreasing 
residence time at long residence time (e.g., 25.6 min) or high reaction 
temperatures (e.g., 350 ◦C), respectively. This suggested that a low re-
action temperature for a long residence time would be beneficial for 
enhancing EROI. In fact, the EROI was improved in two ways: 1) 
Maximizing the energy output (i.e., biocrude ER) by adjusting HTL 
conditions; and 2) minimizing the energy input that was directly linked 
to reaction temperature. The EROI was found to vary between 2.14 and 
2.54 at all experimental conditions, suggesting that HTL of municipal 
sludge could be net energy positive (EROI > 1). The values were in the 
range of 1.6–3.4 from a continuous HTL processing primary sludge (16 
wt% solids) [11]. An earlier study used the same feedstock but only 
achieved 0.5 of EROI, which was caused by the low solids content (4 wt 
%) of the feedstock, while heat exchangers could be employed to HTL 
systems to significantly improve the EROI [43]. 

3.2.3. Multicriteria optimization and model validation 
Using the above-mentioned models, optimization of sludge-to- 

biocrude conversion was performed on three different objectives: 1) 
Maximum CR and ER regardless of the energy consumption, 2) 
maximum EROI disregarding others, and 3) balancing ER and EROI. As 
shown in Table 8, by entering constraints of “maximize” and “in range” 
(with their importance level from 1 to 5) for dependent variables in 
Design Expert, the optimum HTL operating conditions were determined 
and the target values were predicted by the desirability approach. 
Desirability close to 1 suggests an acceptable prediction, while desir-
ability close to 0 indicates an unacceptable prediction. It demonstrated 
that all three objectives could be achieved with desirable results 
(desirability > 0.8), while Objective 1 can be reached with the highest 
desirability (=1). Among the three objectives, max CR (68.2%) and ER 
(70.8%) were obtained at a higher reaction temperature (332 ◦C for 
16.9 min), whereas max EROI (2.52) was observed at a lower temper-
ature (300 ◦C for 25.6 min). As expected, an ER-EROI balance was 
reached at an intermediate temperature (320 ◦C for 21.1 min). 

Additional experiments employing the optimum conditions for max 

Fig. 5. Correlation analysis of (a) biocrude ER vs yield and (b) biocrude ER vs CR.  



CR and ER were performed in duplicate to validate the accuracy, reli-
ability, and practicability of the regression models. Compared to the 
model predicted values in Table 9, the experimental results of biocrude 
yield, hydrochar yield, gas yield, and biocrude HHV/CR/ER/EROI were 
slightly higher, while aqueous yield was lower. However, all experi-
mental results were well within 95% prediction interval of the predi-
cated mean, indicating accurate predictabilities of the developed 
models. 

3.3. Characterization of biocrude 

3.3.1. Total acid number (TAN) 
TAN measures the number of acidic substances in biocrude, which is 

typically used as quality control of petroleum products. The acidic 
constituents in oil could be organic (e.g., esters, phenolic compounds, 
lactones, and resins) and inorganic acids (e.g., salts of heavy metals). 
Those acids in biocrude could cause potential corrosion issues in storage 
and refinery and thus it is essential to reduce the TAN [44]. TAN in 
biocrude from HTL of mixed sludge varied between 48.6 and 63.6 mg 
KOH/g biocrude. The values were consistent with a previous study by 
PNNL, which performed a plug-flow continuous HTL (276–358 ◦C for 
18–30 min) using sludge from the same WWTP. The TAN in biocrude 
from primary, secondary, and digested sludge was found to be 65, 44.8, 

and 36 mg KOH/g, respectively [2]. The variations might be caused by 
the different biochemical compositions in the feedstock. Biocrude ob-
tained from lipid-rich (>30 wt%) algae showed a high TAN (101–118 
mg KOH/g), while protein-rich (>45 wt%) algae-derived biocrude 
resulted in a low TAN (25–48 mg KOH/g) [45]. 

According to Table 10, reaction temperature, residence time, and 
their interactions showed significant effects on TAN levels of biocrude. 
The reduced cubic model expressed by Eq. (S9) was found with excellent 
goodness of fit and predictability. The coded equation Eq. (18) suggested 
the effects of experimental terms. Both HTL reaction temperature and 
residence time showed negative linear and interactive impacts but 
positive quadratic effects on TAN. 

TAN =51.15−2.00A−3.39B−1.42AB+3.34A2 +3.20B2 +1.10A2B−2.47AB2

(18) 

where A and B were the coded factors. 
The response surface plot (Fig. 6) revealed that the raising reaction 

temperature within the range of 290–330 ◦C could significantly reduce 
biocrude TAN and reached equilibrium at 330–360 ◦C regardless of 
residence time. Many other studies also supported that increasing re-
action temperature between 250 and 320 ◦C had negative impacts on 
biocrude TAN [45–47]. The decrease of TAN could be attributed to 
further decarboxylation of organic acids (e.g., fatty acids and carboxylic 
acids) under a more severe environment. However, HTL of coconut shell 
at 270–330 ◦C obtained biocrude with a TAN (180–190 mg KOH/g) 
nearly doubled that from 240 ◦C (98 mg KOH/g) [46]. It was suggested 
that more acetic acid and phenolics were formed at higher temperatures 
by hydrolysis and rehydration and contributed to higher TAN. 
Carbohydrate-rich biomass tends to form more acids during HTL, while 
mixed sludge has a more balanced composition of protein and 

Objective Dependent Variables Optimum conditions Target values 

Biocrude CR Biocrude ER Biocrude EROI Reaction 
temperature (◦C) 

Residence time 
(min) 

Desirability Biocrude CR 
(%) 

Biocrude ER 
(%) 

Biocrude 
EROI 

1. Max CR & 
ER 

Maximize 
(+++++) 

Maximize 
(+++++) 

In range 332  16.9  1.00  68.2  69.7  2.39 

2. Max EROI In range In range Maximize 
(+++++) 

300  25.6  0.93  63.3  66.0  2.52 

3. Max ER & 
EROI 

In range Maximize 
(+++++) 

Maximize 
(+++) 

320  21.1  0.88  67.0  68.9  2.45  

Table 9 
Comparison of predicted and experimental values (mean ± standard deviation) 
at the optimum conditions (332 ◦C and 16.9 min) for maximum biocrude CR and 
ER.  

Response Predicted 
values 

95% prediction 
interval 

Experimental 
results 

Biocrude yield (%, 
daf) 

48.2 ± 0.6 47.0–49.4 48.9 ± 0.7 

Hydrochar yield (%, 
daf) 

6.4 ± 0.5 5.5–7.3 6.5 ± 0.2 

Aqueous yield (%, 
daf) 

36.0 ± 0.7 34.7–37.3 34.7 ± 0.3 

Gas yield (%, daf) 9.7 ± 0.3 9.2–10.2 10 ± 1 
Biocrude HHV (MJ/ 

kg) 
35.7 ± 0.3 35.2–36.2 35.7 ± 0.1 

Biocrude CR (%) 68.2 ± 0.5 67.2–69.1 69 ± 2 
Biocrude ER (%) 69.7 ± 0.8 68.0–71.3 70.8 ± 0.8 
Biocrude EROI 2.39 ± 0.03 2.33–2.45 2.42 ± 0.03  

Table 10 
ANOVA and fit statistics for the model of biocrude TAN.  

Source p-value Fit statistics Value 

Model <0.0001 R2 0.9787 
A-Reaction temperature <0.0001 Adjusted R2 0.9652 
B-Residence time <0.0001 Predicted R2 0.9329 
AB 0.0013 Adequate precision 22.1024 
A2 <0.0001   
B2 <0.0001   
A2B 0.0391   
AB2 0.0003   
Lack of Fit 0.5877    

Fig. 6. Response surface plot for total acid number (TAN) of biocrude from HTL 
of mixed sludge. 

Table 8 
Multicriteria optimization for different objectives.  



Maillard reactions between amino acids and reducing sugars (e.g., 
monosaccharides hydrolyzed from larger carbohydrates). The oxygen-
ated compounds mainly consisted of amides, alcohols, esters, ketones, 
phenols, acids, and some N-heterocycles, while hydrocarbons were 
mostly alkenes (>11%) with little alkanes (<2%). 

The major chemical groups can be further divided as shown in 
Fig. 7c–d. Among the classified groups, carboxylic acids derived from 
the hydrolysis of lipids, the deamination of amino acids, and the 
decomposition of monosaccharides, played important roles as the re-
action intermediates. They could transform into alcohols, ketones, and 
hydrocarbons through decarboxylation, form esters by esterification 
with alcohols, or produce amides through acylation with ammonia or 
amines (from the deamination of amino acids) [54]. Amides (>31%) 
were found the most abundant in biocrude, as agreed with a previous 
study about mixed sludge-derived biocrude [55]. The amides were 
mainly straight aliphatic (e.g., hexadecanamide, octadecanamide, and 
9-octadecenamide, (Z)-), which could be formed from the acylation of
carboxylic acids with amines or ammonia [16,56] or the aminolysis of
esters with amines or ammonia [57]. Some cyclic amides, such as
octanoic acid, morpholide, could be generated from the cyclization of
alcohols, ammonia, and amino acids [52]. The fatty acids hydrolyzed
from lipids (predominantly from primary sludge) could undergo
decarboxylation to produce long-chain alkenes (e.g., 1-tetradecene, 1-
pentadecene, and 9-octadecene, (E)-) [33]. Unlike the lignin-rich feed-
stocks (e.g., rice straw) that tended to produce many phenolic com-
pounds (>33%) [58], the relative content of phenols in sludge-derived
biocrude was relatively low (<6.2%). Although phenolic compounds are
mainly generated from the degradation of lignin, phenols could be
formed through dehydration and cyclization of monosaccharides or the
condensation and cyclization of amino acids [59].

Fig. 7c showed the effects of HTL reaction temperature on the major 
chemical groups in biocrude. As the temperature increased from 290 to 
360 ◦C, the primary compounds including amides, N-heterocycles, and 
alcohols dramatically decreased, while other components (e.g., alkenes, 
esters, ketones, and phenols) increased. Such changes generally lead to 
the reduction of oxygen content in biocrude probably due to the 
enhanced decarboxylation reactions at higher temperatures. The 
decrease of amides could be caused by the competitive formation of 
hydrocarbons from the decarboxylation of fatty acids [16]. The esters- 
forming reactions (e.g., 4-Cyanobenzoic acid, hexadecyl ester) could 
decrease the generation of alcohols and restrain the production of am-
ides by occupying ammonia and amino acids [54]. The reduction of N- 
heterocycles mainly resulted from the decrease of pyrazines (e.g., 
methyl-pyrazine and ethyl-pyrazine). Fan et al. observed a similar trend 
for the HTL (250–350 ◦C) of lysine and lactose mixture [60]. It was 
indicated that melanin polymer instead of biocrude components was 
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Fig. 7. Chemical composition of biocrude samples produced at various reaction temperatures (T) and residence time (t).  

carbohydrate to generate less acids. The residence time had different 
effects on biocrude TAN at a low or high reaction temperature. 
Increasing residence time, biocrude TAN showed a down and up trend at 
a low temperature (e.g., 300 ◦C), while it decreased constantly at a high 
temperature (e.g., 350 ◦C). Similar tendencies were also observed for the 
HTL of municipal sludge at 325 and 400 ◦C [48]. Although biocrude 
TAN could be reduced by controlling reaction conditions and adding 
catalysts, such as transition metal chlorides [46] and bases (e.g., NaOH 
and Na2CO3) [47,49], it is generally much higher than the standard 
specifications for commercial fuels, such as ≤ 0.1, ≤0.3, and ≤ 0.5 mg 
KOH/g for aviation turbine fuels (ASTM D7566–20c), fuel oils grade 
B6–B20 (ASTM D396–21), and distillate marine fuels (ISO 8217:2017), 
respectively. Therefore, upgrading biocrude for TAN reduction is 
necessary prior to its application or refining. Esterification was found to 
effectively decrease biocrude TAN from 40 to < 1 mg KOH/g [50], and 
hydrotreating could reduce it to < 0.01 mg KOH/g [2]. 

3.3.2. Chemical compositions by GC–MS 
Biocrude samples obtained from different hydrothermal conditions 

were analyzed by GC–MS to discover the compositional changes and 
potential reaction pathways regarding HTL reaction temperature and 
residence time. Based on the TIC graph (Fig. S2), more than fifty organic 
compounds were identified in biocrude. For biocrude generated from 
different reaction temperatures (290–360 ◦C) and residence time (0–30 
min), their compositions (identified peaks) were comparatively similar 
while their relative contents varied. It should be noted that the GC–MS 
results only provided information about isopropanol-soluble molecules 
that were light enough to vaporize and pass through the GC column. 

Based on the presence of heteroatoms, the identified compounds can 
be categorized into nitrogenous (containing N), oxygenated (containing 
O but no N), and hydrocarbons groups (containing only C and H). Their 
relative percentages in biocrude samples from various HTL conditions 
were summarized in Fig. 7a–b. The biocrude primarily consisted of N- 
containing compounds (>46%), followed by oxygenated groups 
(26–30%) and hydrocarbons (16–27%). Increasing reaction temperature 
could greatly reduce nitrogenous compounds and generate more hy-
drocarbons, while residence time did not seem to have a significant 
impact on the composition. The C–N bonds at higher temperatures are 
much more reactive, which probably caused the partitioning of N to 
aqueous phase and benefited the generation of more hydrocarbons in 
biocrude [51]. The N/O-containing compounds included amides and N- 
heterocycles (e.g., indoles and pyrrolidines), which could be generated 
from the deamination, cyclization, and condensation of amino acids 
(hydrolyzed from proteins) [18,52,53]. Pyrazines and their derivates 
have not been identified from HTL of pure protein [16,18]. Their 
detection in sludge-derived biocrude suggested the occurrence of 



chemical groups (e.g., hydrocarbons, phenols, and ketones) increased 
slightly due to longer time for the reactions among intermediates. 

3.3.3. Pyrolysis and oxidation behaviors by TGA–DSC 
The pyrolysis characteristics of biocrude were analyzed by TGA–DSC 

under N2 environment and presented in Fig. 8a-b. Based on the deriv-
ative thermogravimetry (DTG) and DSC curves, two distinct reaction 
stages could be identified: 1) distillation – evaporation and decompo-
sition of volatile compounds in the first wide region from initial tem-
perature to around 300 ◦C, where the heat flow was relatively steady; 2) 
cracking – once reaching certain temperature (>290 ◦C), remaining 
heavier compounds start visbreaking and thermal cracking reactions 
and release cracking gas, showing a large endothermic peak [63–65]. 
The reaction regions and mass losses, with the residue at the end of 
cracking during pyrolysis were summarized in Table 11. The primary 
weight loss (>50%) was found in the distillation region, which increased 
with HTL reaction temperature and/or residence time. On the contrary, 
the mass changes of cracking and the residue amounts decreased with 
HTL reaction temperature and/or residence time. Noticeably, the dis-
tillable fractions and residue of biocrude were comparable to heavy 
crude oils [66,67], suggesting a good substitute for fossil fuels. The 
weight loss below 100 ◦C was attributed to dehydration and evaporation 
of light volatiles, while the molecules of C5–C30 as identified by GC–MS 
(such as pyrazines, alcohols, hydrocarbons, etc.) were responsible for 
the mass changes between 100 and 300 ◦C [56,68]. It was suggested that 
aromatics, resin, and asphaltene could contribute to the cracking stage 
[64,69]. 

Compared to the pyrolysis, biocrude oxidation showed three stages 

Fig. 8. TG-DTG-DSC curves of biocrude under N2 (a-b) and air (c-d) atmosphere at a heating rate of 2 ◦C/min.  

generated by Maillard reactions at a lower temperature (260 ◦C), which 
would decompose into monocyclic compounds (e.g., pyrazines) when 
the temperature increased to 280 ◦C; on the other hand, further 
increasing temperature could likely cause the decomposition of pyr-
azines [61]. However, to the best of our knowledge, there is no clear 
pathway to the decomposition of pyrazines in the literature. The 
decrease of alcohol was caused by the enhanced dehydration reactions 
at higher temperatures, which would form more alkenes. The increase of 
cyclic ketones (mainly 4.alpha., 5-Cyclo-A-homo-5.alpha.-cholestan-6- 
one) by increasing temperature could be attributed to the rearrange-
ment reactions of furan derivatives from monosaccharides [57]. The 
higher temperature (360 ◦C) also resulted in more phenols for their high 
stability due to combination reactions of intermediates, such as furfurals 
and amino acids [16,57]. 

As shown in Fig. 7d, the chemical composition of biocrude was also 
affected by the HTL residence time. Obvious decreases of N-heterocycles 
and alcohols and an increase of amides were observed when increasing 
residence time from 0 to 30 min. Similar to the effect of temperature, the 
reduction of N-heterocycles was mainly caused by the loss of pyrazines, 
indicating its decomposition with time at a high temperature (325 ◦C). 
The presence of lipids could suppress Maillard reactions due to the 
competition of amide-forming reactions between fatty acids and sugar- 
derived carbonyl compounds [60]. This could be responsible for the 
enhanced contents of amides with longer residence time. The biggest 
change among alcohols was cholesterol which dropped from 5% at 0 
min to 0.8% at 30 min, which was probably dehydrated into alkenes (e. 
g., cholest-4-ene) [62] and then furthered oxidized into ketones (e.g., 4. 
alpha.,5-Cyclo-A-homo-5.alpha.-cholestan-6-one) [51]. The other 



(Fig. 8c-d): 1) low-temperature oxidation (LTO) – heterogeneous 
oxidation reactions between 30 and 300 ◦C occur between gas and liquid 
phases, along with evaporation of volatiles; 2) fuel deposition (FD) – a 
transition stage between 300 and 400 ◦C when thermo-oxidative 
cracking reactions happen and leave coke depositions as fuel; 3) high- 
temperature oxidation (HTO) – the primary combustion of heavier 
components and deposited coke from FD stage and generates a large 
amount of heat as shown by DSC [64,65,70]. The temperature ranges of 
the first two oxidation stages were similar to pyrolysis, while the py-
rolysis cracking region was split into FD and HTO. LTO generally in-
volves oxygen addition (forming hydroperoxides), and isomerization 
and decomposition of formed hydroperoxides [70]. The most weight loss 
(36–42%) was still in LTO, but it was much less than that of pyrolysis 
distillation (Table 11). FD reactions include breaking of C–C and C- 
heteroatom bonds, rupture of alkyl side chains, and dehydrogenation 
and ring-opening of naphthene and aromatics [71]. With increasing HTL 
reaction severities, the weight loss decreased during FD but increased in 
the HTO stage, and thus generated less heat (ΔH) at FD and more heat 
during HTO. More superior combustion performance of biocrude could 
be achieved by more severe HTL reaction conditions. It was indicated 
that resins and asphaltenes were the main contributors to the heat 
release in FD and HTO regions [71,72]. The asphaltene fraction has been 
identified in HTL biocrude derived from algae, food waste, wood, and 
primary sludge [73–75]. Asphaltenes are polycyclic and heterocyclic 
aromatics that can be formed through condensation and polymerization 
of intermediates from the Maillard reaction and aromatics degraded 
from lignin [75,76]. Notably, the oxidation DTG-DSC behaviors of bio-
crude were found to be identical to crude oils [77]. However, the heat of 
combustion during HTO was found to be much higher than that from 
crude oils [71] but between resins [78] and asphaltenes [79]. This 
suggested that sludge-derived biocrude may contain abundant resins 
and asphaltenes, which could affect the refining process, especially 

asphaltenes (catalyst deactivation by coking). 

3.3.4. Trace elements and contaminants 
ICP-MS analysis was conducted to identify the other elements in 

biocrude besides major elements (CHNSO). It was found that most other 
elements were at trace levels (<0.1 wt% or 1000 mg/kg) in biocrude 
derived from mixed sludge. Fig. 9 displayed the impacts of reaction 
temperature (290–360 ◦C) and residence time (0–30 min) on various 
trace elements in biocrude. Many trace elements did not exhibit signif-
icant but slight changes at different HTL conditions. Noticeably, 
enhancing temperature could reduce the content of Zn, K, and As but 
increase Cu, Ni, Cr, and V, whereas extending residence time would 
decrease As but increase Ca, Ni, Cr, Ba, Mn, Co, and V. The mechanisms 
behind these changes are not clear and require further studies. However, 
employing fast HTL (no ramping) on microalgae at 350 ◦C, Jiang and 
Savage observed different effects that Mg and P in biocrude dropped 13 
and 38 times, respectively, by increasing residence time from 1 min to 3 
min, while Fe reached the highest concentration at 10 min and then 
gradually decreased [80]. They also reported that after 5 min, most el-
ements (e.g., P, Mg, Ca, K, and Cu) in biocrude did not vary much with 
time. The present study could not witness such significant impacts, 
probably due to the equilibrium during the ramping period of isothermal 
HTL. Another study suggested that As in algae-derived biocrude fol-
lowed an exponential growth with increased reaction severity 
(220–360 ◦C for 15–25 min) [81]. The opposite observation could be 
because their investigation was based on arsenic acid as As(V) that 
would be converted into more mobile As(III) under the reduction envi-
ronment (Eh ≤ –45 mV). 

Among the examined elements, Fe (497–656 mg/kg) was found the 
most abundant, followed by Ca, P, Al, Zn, Cu, Mg, K, and Ni that were in 
the range of 6–231 mg/kg, while the others were at 1–6 mg/kg (e.g., Cr, 
Ba, Mn, Mo, As, Co, Se, and V) or < 1 mg/kg (e.g., Hg and Pb), and Cd 

Biocrude 
sample 

HTL 
conditions 

Pyrolysis Oxidationa 

Distillation Cracking Residue 
(%) 

LTO FD HTO 
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(◦C) 
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(◦C) 

Δm 
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Δm 
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Δm 
(%) 
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(◦C) 

Δm 
(%) 

ΔH (J/ 
g) 
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(◦C) 

Δm 
(%) 

ΔH (J/ 
g) 

BC290-15 290 15 30–290  54.7 290–567  32.9  12.5 30–299  37.6 299–419  26.7 –2233 419–522  35.5 –8672 
BC325-0 325 0 30–296  57.9 296–570  29.2  12.9 30–304  36.7 304–417  26.7 –1776 417–522  35.9 –9146 
BC325-15 325 15 30–306  63.6 306–551  24.0  13.4 30–304  40.8 304–410  20.0 –1913 410–521  36.3 –8707 
BC325-30 325 30 30–315  65.8 315–569  22.1  12.0 30–304  38.5 304–400  19.3 –1699 400–523  40.5 –10219 
BC360-15 360 15 30–314  68.0 314–549  20.3  11.7 30–302  41.7 302–410  19.7 –1057 410–518  37.5 –9135

a LTO – low temperature oxidation; FD – fuel deposition; HTO – high temperature oxidation. 
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Fig. 9. Effects of HTL conditions on concentrations of trace elements in biocrude from mixed sludge (detection limit: K < 12 mg/kg). For each element, different 
letters above columns indicate a significant difference at p < 0.05 (n = 4). 

Table 11 
Reaction regions, mass losses (Δm), and enthalpy of reactions (ΔH) during pyrolysis and oxidation of biocrude.  



acid washing [87], are available and necessary for metal recycling and 
extending the bed lifetime of the hydrotreater. 

3.4. Plausible reaction pathway with in-situ catalysis 

The HTL reaction pathways for sludge are basically interactions be-
tween depolymerization and repolymerization of organic compounds. 
Initially, the large molecules, i.e., lipids, proteins, carbohydrates, and 
lignin/humic substances, are hydrolyzed into monomers. With 
increasing reaction temperature, those monomers undergo further 
decomposition or recombination reactions to form biocrude compounds. 
The potential biocrude-forming reaction network for HTL of sludge in 
Fig. 10 was proposed based on the current results and our previous 
literature reviews [13,14]. The chemical structures of main components 
identified by GC–MS were displayed. 

Generally, lipids could be hydrolyzed to glycerol and long-chain fatty 
acids. Although cholesterol and its derivates (e.g., cholestene and cho-
lestenone) have been previously identified from HTL of municipal 
sludge [91], digested sludge [92], and wastewater algae [51], its reac-
tion pathway was not emphasized. The major presence of cholesterol 
derivates suggested that cholesterol-related reactions could be impor-
tant pathways for HTL of feedstocks with cholesterol-rich lipids and thus 
were first highlighted in this study. Particularly, the increase of reaction 
temperature and residence time could promote the conversion of 

Fig. 10. Proposed biocrude-forming pathways for HTL of municipal sludge revealing effects of reaction temperature and catalysis by inherent metals and 
Brønsted sites. 

(<0.06 mg/kg) and Na (<6.8 mg/kg) were below the detection limits. 
The high contents of Fe, P, and Ca may be related to their initial con-
centrations that were the highest in the feedstock sludge (0.98, 1.4, and 
0.69%, db, respectively). Many studies reported high concentrations of 
Fe (700–3000 ppm) in HTL biocrude from Fe-rich algae [80,82–85], 
while biocrude from other feedstocks (e.g., lignocellulose) could have 
lower Fe levels (100–300 ppm) [86,87]. Another study also reported 
comparable amounts of Zn (88.3 ppm) and Cr (6.6 ppm) in sludge- 
derived biocrude [5]. As previously mentioned, biocrude is required to 
be upgraded and refined to produce commercial fuels. However, metal 
contaminants in biocrude could lead to reactor plugging, catalysts 
fouling, and severe coking during the downstream upgrading process, e. 
g., hydrotreating [83]. It has been reported that Fe (>700 ppm) in algal- 
derived HTL biocrude caused plugging of catalyst beds after only 102 h 
of continuous hydroprocessing [85]. Abundant iron porphyrins (pri-
marily N4Fe1) were identified in algal-derived biocrude. Another study 
also detected many iron porphyrins soluble in hemin-derived biocrude 
[82]. The iron porphyrins were found to have similar carbon number 
and double bond equivalent distributions to Ni and V porphyrins that 
were well-known in petroleum. Those metal porphyrins could degrade 
and deposit metal in the catalyst bed during hydrotreating as a result of 
hydrodemetallization reactions [85,88]. Seeing the considerable 
amount of Fe, Ni, and V in sludge-derived biocrude, pre-treatments, such 
as complete filtration [86], distillation [89], solvent extraction [90], and 



higher efficiency in promoting the production of glucose and lactic acid 
from cellulose at 160–190 ◦C possibly due to its stronger Lewis acidity 
character [103]. Even a low Pb content (0–10 mmol/L) can promote the 
degradation of cellulose and lignin and catalyze the rehydration of 5- 
hydroxymethylfurfural (5-HMF) and produce more levulinic and for-
mic acids at 180–270 ◦C [104]. The enhanced production of 5-HMF and 
furfural by AlCl3 (0.01–0.03 M) was also observed for the hydrothermal 
conversion of poppy stalks at 180 ◦C [99]. 

Alkali and alkaline catalysts (e.g., carbonates and hydroxides) are 
commonly used to favor certain base-catalyzed condensation reactions 
by shifting ionic media, which can enhance the hydrolysis of carbohy-
drates and lignin and lead to aromatic oil formation [14,105]. However, 
the catalytic effects of alkali and alkaline earth metals themselves have 
been recognized. Alkali salt (NaCl) was found to catalyze the hydrolysis 
of sludge at 180–260 ◦C [106]. Adding Na+, K+, and Ca2+ at various pH 
(5–9) could strengthen the depolymerization of lignin and condensation 
of aromatic compounds during HTL (300 ◦C), especially at neutral pH 
[107]. Also, different alkali and alkaline hydroxides showed catalytic 
efficiencies for the hydrothermal decomposition of glycerol in sequence: 
KOH > NaOH > LiOH and Ba(OH)2 > Sr(OH)2 > Ca(OH)2 > Mg(OH)2 
[108]. Alkaline catalysts could also neutralize the HTL reaction media 
and inhibit the repolymerization reactions of intermediates, which is 
probably responsible for the low distillation residue (Table 11) in bio-
crude from MS. 

3.4.2. Catalytic effects from inherent Brønsted sites 
The presence of abundant natural acids (e.g., volatile fatty acids) and 

high alkalinity in sludge (Table 1) brings another consideration of cat-
alytic effects from Brønsted sites, i.e., acids (proton donor) and bases 
(proton acceptor). It is worth mentioning that many transition and post- 
transition metal ions (e.g., Fe3+, Zn2+, and Al3+) can generate acid-base 
sites by forming complex ions with water, contributing to the synergistic 
effects on catalyst surfaces. Similarly, basic sites could also play 
important roles in the catalysis of alkali and alkaline earth metals. Both 
acidic and basic environments could promote hydrothermal reactions 
initially the breakage of macromolecules (e.g., hydrolysis), however, 
leading to different pathways [109]. Some generic pathways are sum-
marized in Fig. 10. Carbohydrates are converted into 5-HMF and levu-
linic acids in acidic media, carboxylic acids under strong alkaline 
conditions, and their mixture in a neutral environment due to the self- 
ionization of H2O to H+ and OH− during HTL [110,111]. Acidic con-
ditions favor dehydration, deamination, and esterification and generate 
primarily oxygenates (e.g., carboxylic acids, ketones, and esters), while 
basic/alkaline media facilitate decarboxylation and aminolysis and 
produce hydrocarbon derivatives by reacting with organic acids 
[109,112]. Acids inhibit, but bases could promote the Maillard reaction 
[113]. Acidic environment could further advance condensation and 
repolymerization reactions of intermediates and decrease biocrude 
yield, whereas basic media prevent repolymerization [114]. Notably, 
many studies have demonstrated that adding external acids/bases/alkali 
salts has no significant effects on the yield and quality of biocrude 
generated from municipal sludge [13,14]. This could be attributed to the 
co-existence of abundant acidic-basic sites in original sludge. 

In summary, increasing reaction temperature could improve the 
generation of hydrocarbons by promoting the deoxygenation and 
denitrification reactions during HTL, while the inherent metals and 
Brønsted sites in sludge would likely catalyze selected pathways and 
form major compounds. The proposed pathways are significant for 
guiding the production of high-quality biocrude. However, the under-
standing of metal catalysis is mainly limited to the hydrolysis of mac-
romolecules and the decomposition of the corresponding monomers. 
Deeper perception of catalytic effects of metals should be exposed to 
turn high-load metals in sludge from burdens to benefits. Both acidic and 
basic Brønsted sites play vital roles in directing the reaction pathways 
while adjusting acid/base ratio might be a future focus to govern reac-
tion pathways and produce high-quality biocrude [115]. 

cholesterol into cholestene and cholestenone. Fatty acids were found to 
have key contributions to producing biocrude by converting to long- 
chain alkenes, alcohols, esters, and amides. Higher temperatures also 
favored the formation of long-chain alkenes but reduced alcohols and 
amides due to enhanced decarboxylation and dehydration reactions. 
Proteins were hydrolyzed to amino acids, which could be further 
decomposed into short-chain acids, ammonia, and amines. Those in-
termediates were the main contributors to amides. Reducing sugars 
hydrolyzed from carbohydrates (e.g., cellulose and hemicellulose) could 
react with amino acids and generate N-heterocycles through Maillard 
reaction, which was found a major pathway due to the presence of 
abundant pyrazines. Increasing temperature could inhibit the Maillard 
reaction and decrease nitrogenous compounds. Monosaccharides from 
carbohydrates can form various intermediates, such as organic acids, 
alcohols, aldehydes, ketones, and furfural derivates, which would 
participate in other decomposition or recombination reactions. A few 
lignin and humic substances were mainly converted into aromatic 
compounds, such as phenols and polycyclic aromatic hydrocarbons 
(PAHs). 

3.4.1. Catalytic effects from inherent metal groups 
Considering the significant load of metals in feedstock sludge (0.18% 

alkali metals, 0.94% alkaline earth metals, 1.08% transition metals, and 
0.27% post-transition metals on a dry basis), it is reasonable to infer that 
those inherent metals could have catalytic effects on the HTL reaction 
pathways. The use of metal catalysts in HTL has been widely reported 
[13,14]. The potential catalytic effects of metals on reaction pathways 
were summarized in Fig. 10. Compared to previous studies about HTL of 
municipal sludge [91,93], the contents of alkenes in biocrude were 
relatively high and acids were low in this study, which could be related 
to intrinsic transition metals in sludge, especially high content of Fe 
(0.98%, db). The catalytic effects of transition metals in HTL have been 
broadly reported. For example, dosing 0.25–1.25 g Fe3O4 catalyst in 33 
mL of microalgae slurry during HTL could promote the transformation 
of acids to esters (reacting with alcohols) and olefin in biocrude; how-
ever, it may also enhance the formation of heterocyclic compounds due 
to improved decomposition of protein [94]. Such promotion from Fe 
could eventually improve biocrude yield, HHV, and energy recovery 
[95]. A similar report stated that transition metal (Co) could enhance the 
conversion of carbohydrates, and thus the obtained biocrude had high 
contents of hydrocarbons and low contents of acids [96]. Moreover, 
adding 0.025–0.5 g Zn2+ to 15 g of dry hyperaccumulator 
(S. plumbizincicola) was found to improve the hydrolysis of carbohy-
drates and lignin, catalyze the oxidation of furfurals derivates to acetic 
acid, decrease fatty acids, generate more aromatic compounds and light 
components, and promote deoxygenation reactions [97]. Most transi-
tion metals (Cr3+, Co2+, Cu2+, Fe2+, Fe3+, Mn2+, Ni2+, and Zn2+) were 
found to have similar catalytic effects in enhancing the hydrolysis of 
carbohydrates, dehydration of monosaccharides (e.g., xylose and 
glucose) to furfurals derivates, decomposition of monosaccharides into 
organic acids (e.g., lactic acid, levulinic acid, and formic acid), and 
conversion of heavy compounds to low-molecule-weight compounds in 
biocrude at an HTL temperature range of 155–330 ◦C [98–101]. How-
ever, the catalytic efficiency is related to the concentration and species 
of transition metals. In addition, transition metal sulfates showed higher 
catalytic activity than chloride and nitrate salts on glucose dehydration 
and rehydration to lactic acid at 155 ◦C [102]. They indicated that the 
complex of hydrated metal salts could bind with –OH groups of glucose 
through hydrogen bonding and promote the rapid conversion of 
α-anomers of glucose to β-anomers, and the catalytic efficiency also 
depended on the hydrogen bonding ability of associated anions (e.g., 
Cl− , SO4

2− , NO−
3 ). 

Post-transition metals (e.g., Al and Pb) were found to have similar 
catalytic effects to transition metals in terms of the hydrolysis of car-
bohydrates and the subsequent decomposition, dehydration, and rehy-
dration reactions. Compared to Pb2+, Al3+ (0.14 mmol) showed much 



3.5. Elemental and energy distribution 

3.5.1. CN and energy 
The elemental and energy distribution was calculated based on the 

contents and yield of each product, which could be affected by the 
sludge compositions and HTL conditions. As shown in Fig. 11a, most C 
(56.2–66.6%) from the feedstock was recovered in biocrude, with the 
lowest observation at 300 ◦C and 4.4 min and the peak at the center 
point (325 ◦C and 15 min). Madsen and Glasius also recovered a com-
parable amount (42.7–70.2% of C) in biocrude from primary sludge at 
the temperature range of 250–350 ◦C and the response surface of CR was 
identical to biocrude yield and the findings of this study [19]. The 
highest CR in HTL aqueous (25.5%) was found at the lowest reaction 
severity (300 ◦C and 4.4 min), which gradually decreased with 
increasing reaction severity and reached the minimum of 21.9% at 
360 ◦C and 15 min. CR in hydrochar varied at 6.6–13.6% and showed 
similar behaviors to that in HTL aqueous. Comparable C recoveries 
(15–29.6% in aqueous and 8.7–17.1% in hydrochar) and similar trends 
were also reported by a study for HTL (275–350 ◦C and 15–45 min) of 
algae grown from municipal wastewater [29]. On the contrary, C in gas 
form (3.1–5.3%) showed the opposite trend to HTL aqueous and 
hydrochar. It showed the minimum percentage at 300 ◦C and 4.4 min 
and the highest at 350 ◦C and 25.6 min. The low C loss (around 5%) as 
gas was also agreed by previous studies for HTL of primary and sec-
ondary sludge at 350 ◦C [2,116]. Nevertheless, C distributed in the 
aqueous phase was significant (>20%), which would require proper 

treatment and cost more. This highlights the importance of further re-
covery and promotes the valorization of HTL aqueous. Considering the 
existing facilities in WWTPs, coupling HTL and anaerobic digestion of 
aqueous could be a potential pathway, but additional investigations are 
needed. The benefits could be enhanced energy recovery and reduced 
effluent COD from HTL aqueous and subsequent aerobic treatment costs 
when returning to WWTPs. 

The N distribution presented that most N (56–64.8%) from sludge 
feedstock was transferred to HTL aqueous (Fig. 11b). The N recovery 
(NR) in aqueous was found to enhance with reaction temperature. 
Another study also found > 60% of NR in HTL aqueous from municipal 
sludge at 180–300 ◦C for 30 min, which displayed positive relation to 
reaction temperature [53]. They also suggested that most protein-N in 
sludge was initially hydrolyzed and dissolved in HTL aqueous phase as 
organic-N (e.g., amino acids), which further decomposed and accumu-
lated as NH4

+–N. The NR in biocrude from mixed sludge was also high 
(32–37.1%). Notably, the NR in biocrude showed similar behaviors to its 
yield probably due to the consistent N contents (4.6–4.8%) in biocrude. 
Maillard reaction of amino-N and reducing sugar was mainly responsible 
for generating heterocyclic-N in biocrude [117]. The remaining NR in 
hydrochar was small (6.4–12.9%) and it was inversely proportional to 
reaction temperature and residence time. According to the mass bal-
ance, NR in the gas phase is negligible. It was reported that within a 
residence time of 1 h, NR in the gas phase was minimum or even 
negative but can suddenly reach > 20% after staying 2 h at 300 ◦C, 
possibly due to the accumulation of NH3 and reduced soluble NH3 in 
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Fig. 11. Distribution of (a) carbon, (b) nitrogen, and (c) energy among HTL products on the mixed sludge input basis at various reaction temperatures (T) and 
residence time (t). The difference in energy distribution was attributed to aqueous + gas. 



ER (52%) in biocrude from municipal sludge [23]. The remaining en-
ergy in HTL aqueous and gas was relatively high (21.4–29.8%), but it 
was minimized at the optimized conditions (332 ◦C for 16.9 min). As 
HTL aqueous contained > 4 times CR higher than gas, it was believed 
that most of the remaining energy was stored in the aqueous. Using 
mixed model compounds (carbohydrate, protein, and lipid) for HTL at 
300 and 350 ◦C, it was found that 44 and 59% of energy input were 
recovered in biocrude, respectively, while 17 and 11% energy could be 
recovered as methane by anaerobic digestion of HTL aqueous, respec-
tively [120]. Many other studies also confirmed that HTL aqueous had a 
specific methane yield of 36–259 mL CH4/g chemical oxygen demand 
[121–123]. Therefore, for its high potential, recovering the remaining 
energy from HTL aqueous is necessary, which can significantly improve 
the overall yield and sustainability of the holistic process. Meanwhile, 
energy in hydrochar could be used for combustion. Considering the low 
HHV (8–16 MJ/kg, db) and high ash contents (48–69%, db) in hydro-
char (data not shown), further investigations and pretreatments are 
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Fig. 12. Normalized distribution of inorganic elements among HTL products at various reaction temperatures (T, ◦C) and residence time (t, min).  

aqueous [53]. The findings of this study were in agreement with a 
previous study for HTL of secondary sludge at 350 and 400 ◦C, which 
obtained 50–60%, 32–35%, 10–12%, and 0.4–0.8% of NR in aqueous, 
biocrude, hydrochar, and gas, respectively [116]. The high contents of N 
(7100–8867 mg/L total N) in HTL aqueous represent a great potential 
for nutrient recovery (e.g., ammonium sulfate and struvite). On the 
other hand, numerous studies have reported inhibition of anaerobic 
digestion activity by HTL aqueous due to high ammonia and abundant 
N-heterocycles (e.g., aziridines) [118]. This indicates that utilizing HTL 
aqueous by anaerobic digestion should be carefully examined.

Based on the energy distribution (Fig. 11c), most energy 
(57.7–70.8%) from sludge could be recovered as biocrude, whereas only 
5.3–12.5% was converted to hydrochar. A similar ER in biocrude (67%) 
was also obtained from primary sludge at 340 ◦C for 20 min [119]. A 
continuous HTL system achieved up to 69.3% of biocrude ER from pri-
mary sludge at 325 ◦C for 9 min [11], which was close to this study. 
However, a supercritical condition (400 ◦C and 1 h) resulted in a lower 



< 6.5 [128]. It was suggested that As(V) in feedstocks could be con-
verted into more soluble As(III) [81], while arsenate with other metals 
was precipitated in hydrochar and As in organic form (e.g., roxarsone) 
probably contributed to solvent-extracted biocrude [126]. Immobiliza-
tion of As during HTL is worthy of investigation. Higher reaction se-
verities (i.e., higher temperature and/or longer residence time) could 
cause more Cr, Ni, Se, and V transferring to biocrude from hydrochar, 
while other elements did not show noticeable changes in terms of re-
action temperature and residence time. It was also reported that su-
percritical conditions (e.g., 400 ◦C) may significantly enhance the 
mobility of inorganic elements (e.g., Cu, Fe, K, and Zn) [116]. In sum-
mary, most nutrients and heavy metals were accumulated in hydrochar, 
giving both opportunities for recovery and challenges for separation; 
many metals were well dispersed to biocrude, indicating the necessity of 
monitoring and pretreatments for upgrading. Revealing the fate of 
inorganic elements is essential for guiding the downstream utilization 
and treatment of HTL products. 

4. Conclusion

The biocrude production and ER from HTL of municipal mixed
sludge were investigated using RSM. Various reaction temperatures and 
residence time were examined to explore their effects on ER, elemental 
distribution, and biocrude characteristics. The major conclusions were 
drawn as follows:  

• Through modeling and optimization, maximum biocrude yield
(48.9%, daf), CR (68.6%), and ER (70.8%) could be achieved in the
same HTL operating conditions (332 ◦C for 16.9 min). Meanwhile,
the generation of by-products (i.e., aqueous, hydrochar, and gas)
could be minimized. A high EROI (2.42) was also achieved.

• HTL reaction temperature and residence time showed positive effects
on biocrude C content and HHV but negatively affected biocrude O
content and O/C. Higher reaction severities could also reduce bio-
crude TAN, thus enhancing the quality. The batch reactor could
generate biocrude with similar properties (e.g., CHNSO, HHV, and
TAN) to those from plug-flow continuous systems.

• GC–MS indicated that increasing reaction temperature significantly
reduced nitrogenous compounds in biocrude by inhibiting the for-
mation of N-heterocycles and amides and generating more hydro-
carbons. Cholesterol-related reactions were important pathways for
biocrude formation from sludge and were highlighted for the first
time. Inherent metals and Brønsted sites in sludge could play cata-
lytic roles in HTL reaction pathways. DTG-DSC analysis suggested
the presence of resins and asphaltenes in biocrude.

• Sludge-derived biocrude contained trace amounts of metal contam-
inants, especially Fe (497–656 mg/kg), which can be separated and
recycled prior to the downstream upgrading process. Higher reaction
temperature decreased the concentrations of Zn, K, and As but
enhanced Cu, Ni, Cr, and V, while longer residence time reduced As
but increased Ca, Ni, Cr, Ba, Mn, Co, and V in biocrude.

• After HTL, most energy and C were recovered as biocrude, while the
majority N (53–65%) was distributed in aqueous, and most P
(85–89%) was concentrated in hydrochar. This implies that HTL of
municipal sludge represents a justifiable process to allow resource
recovery from each product stream. Most heavy metals were accu-
mulated in hydrochar, so their separation from P will be of particular
interest for P recovery.

• Overall, increasing reaction temperature and/or residence time
could improve biocrude quality but decrease the ER and/or EROI.
Through RSM optimization, the balance between quality and ER
could be obtained.
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needed to enhance its energy density and avoid possible ash slagging 
and fouling for combustion. 

3.5.2. Inorganic elements 
Abundant nutrient elements and heavy metals have been widely 

found in municipal sludge [13]. Those elements partition selectively 
among HTL biocrude, aqueous, and hydrochar. Discovering the parti-
tioning behaviors of each element under various HTL conditions is 
essential to allow the control of unwanted elements (e.g., heavy metals) 
and recovery of desirable elements (e.g., nutrients). After HTL, the dis-
tribution of inorganic elements was determined by considering their 
concentrations and the weight of each product. As shown in Fig. 12, the 
elemental distribution was normalized based on the total amount of 
each element recovered in each product. Most of the examined elements 
were distributed in hydrochar with > 60% of the total. In particular, 
alkaline earth metals (e.g., Mg, Ca, and Ba), Al, Fe, Mn and were pre-
dominantly (>95%) present in hydrochar, probably due to their affinity 
to P that formed phosphate precipitates [3]. >85% P was converted into 
hydrochar with a concentration up to 855 mg/g, providing great po-
tential for P recovery. On the other hand, the large fraction (>60%) of 
potential contaminants of concerns (e.g., Cr, Co, Cu, Mo, Ni, Se, Pb, and 
Zn) in hydrochar could be problematic during P extraction and thus 
require attention. 

A large portion of alkali metals, such as K (45–56%) and Na 
(28–47%), were released in the HTL aqueous, but their amount gradu-
ally decreased with increasing reaction severity, which transferred to 
hydrochar. [80] also found that K and Na were mostly present in HTL 
aqueous and their percentages reduced after some time. Unlike other 
elements with negligible allocations (<2%), many transition metals, 
such as Co (33–42%), Ni (21–32%), Mo (11–18%), V (9–16%), Cr 
(6–11%), Cu (3–7%), and Zn (3–5%), plus metalloids As (21–57%) and 
Se (19–25%) were dispersed to biocrude in a considerable level. 
Although Fe had the highest concentration in biocrude compared to 
other metals, <2% of the feedstock resided in biocrude. When upgrading 
biocrude, attention should be paid to those inorganics, especially Ni and 
V, for their deactivation effects on catalysts [83]. The migration of As, 
Cr, Cu, Ni, and Zn into biocrude from HTL of various manures and 
municipal sludge has also been reported by many other studies 
[124–126]. Compared to other heavy metals, metalloid As exhibited a 
unique distribution behavior, which was mainly dispersed to biocrude, 
followed by hydrochar (22–61%) and HTL aqueous (19–28%). In gen-
eral, its percentage was reduced in biocrude and aqueous but increased 
in hydrochar with intensifying reaction severity. The high mobility of As 
during HTL has been widely reported [127]. Arsenate (V) and dime-
thylarsinic acid were found the main species in secondary sludge at pH 



[1] CCME, Canada-wide approach for the management of wastewater biosolids, 
2012. publications.gc.ca/pub?id=9.697780&sl=1 (accessed August 15, 2020). 

[2] P.A. Marrone, D.C. Elliott, J.M. Billing, R.T. Hallen, T.R. Hart, P. Kadota, J. 
C. Moeller, M.A. Randel, A.J. Schmidt, Bench-scale evaluation of hydrothermal 
processing technology for conversion of wastewater solids to fuels, Water 
Environ. Res. 90 (2018) 329–342, https://doi.org/10.2175/ 
106143017x15131012152861. 

[3] H. Liu, G. Hu, I.A. Basar, J. Li, N. Lyczko, A. Nzihou, C. Eskicioglu, Phosphorus 
recovery from municipal sludge-derived ash and hydrochar through wet- 
chemical technology: A review towards sustainable waste management, Chem. 
Eng. J. 417 (2021), 129300, https://doi.org/10.1016/j.cej.2021.129300. 

[4] G. Kor-Bicakci, C. Eskicioglu, Recent developments on thermal municipal sludge 
pretreatment technologies for enhanced anaerobic digestion, Renew. Sustain. 
Energy Rev. 110 (2019) 423–443, https://doi.org/10.1016/j.rser.2019.05.002. 

[5] D. Xu, G. Lin, L. Liu, Y. Wang, Z. Jing, S. Wang, Comprehensive evaluation on 
product characteristics of fast hydrothermal liquefaction of sewage sludge at 
different temperatures, Energy. 159 (2018) 686–695, https://doi.org/10.1016/j. 
energy.2018.06.191. 

[6] S. Donatello, C.R. Cheeseman, Recycling and recovery routes for incinerated 
sewage sludge ash (ISSA): A review, Waste Manag. 33 (2013) 2328–2340, 
https://doi.org/10.1016/j.wasman.2013.05.024. 

[7] H.-J. Huang, Y.-C. Chang, F.-Y. Lai, C.-F. Zhou, Z.-Q. Pan, X.-F. Xiao, J.-X. Wang, 
C.-H. Zhou, Co-liquefaction of sewage sludge and rice straw/wood sawdust: The 
effect of process parameters on the yields/properties of bio-oil and biochar 
products, Energy. 173 (2019) 140–150. 

[8] Y. Kim, W. Parker, A technical and economic evaluation of the pyrolysis of 
sewage sludge for the production of bio-oil, Bioresour. Technol. 99 (2008) 
1409–1416, https://doi.org/10.1016/j.biortech.2007.01.056. 

[9] T. Mathimani, N. Mallick, A review on the hydrothermal processing of microalgal 
biomass to bio-oil - Knowledge gaps and recent advances, J. Clean. Prod. 217 
(2019) 69–84, https://doi.org/10.1016/j.jclepro.2019.01.129. 

[10] C. vom Eyser, K. Palmu, T.C. Schmidt, J. Tuerk, Pharmaceutical load in sewage 
sludge and biochar produced by hydrothermal carbonization, Sci. Total Environ. 
537 (2015) 180–186, https://doi.org/10.1016/j.scitotenv.2015.08.021. 

[11] L.B. Silva Thomsen, P.N. Carvalho, J.S. dos Passos, K. Anastasakis, K. Bester, 
P. Biller, Hydrothermal liquefaction of sewage sludge; energy considerations and 
fate of micropollutants during pilot scale processing, Water Res. 183 (2020), 
116101, https://doi.org/10.1016/j.watres.2020.116101. 

[12] A.V. Mitroshkov, L. Zhong, L.M.P. Thomas, Analysis of Perfluorinated, 
Pharmaceutical, Personal Care Compounds and Heavy Metals in Waste Water 
Sludge using GC-MS/MS and Multicollector ICP-MS, U.S. Department of Energy, 
Richland, WA (United States) (2019), https://doi.org/10.2172/1494304. 

[13] H. Liu, I.A. Basar, A. Nzihou, C. Eskicioglu, Hydrochar derived from municipal 
sludge through hydrothermal processing: A critical review on its formation, 
characterization, and valorization, Water Res. 199 (2021), 117186, https://doi. 
org/10.1016/j.watres.2021.117186. 

[14] I.A. Basar, H. Liu, H. Carrere, E. Trably, C. Eskicioglu, A review on key design and 
operational parameters to optimize and develop hydrothermal liquefaction of 
biomass for biorefinery applications, Green Chem. 23 (2021) 1404–1446, https:// 
doi.org/10.1039/D0GC04092D. 

[15] P. Biller, A.B. Ross, Potential yields and properties of oil from the hydrothermal 
liquefaction of microalgae with different biochemical content, Bioresour. 
Technol. 102 (2011) 215–225, https://doi.org/10.1016/j.biortech.2010.06.028. 

[16] J. Lu, Z. Liu, Y. Zhang, P.E. Savage, Synergistic and Antagonistic Interactions 
during Hydrothermal Liquefaction of Soybean Oil, Soy Protein, Cellulose, Xylose, 
and Lignin, ACS Sustain. Chem. Eng. 6 (2018) 14501–14509, https://doi.org/ 
10.1021/acssuschemeng.8b03156. 

[17] J. Yang, Q.(. He, H. Niu, K. Corscadden, T. Astatkie, Hydrothermal liquefaction of 
biomass model components for product yield prediction and reaction pathways 
exploration, Appl. Energy 228 (2018) 1618–1628. 

[18] S. Mahadevan Subramanya, P.E. Savage, Identifying and Modeling Interactions 
between Biomass Components during Hydrothermal Liquefaction in Sub-, Near-, 
and Supercritical Water, ACS Sustain, Chem. Eng. 9 (2021) 13874–13882, 
https://doi.org/10.1021/acssuschemeng.1c04810. 

[19] R.B. Madsen, M. Glasius, How Do Hydrothermal Liquefaction Conditions and 
Feedstock Type Influence Product Distribution and Elemental Composition? Ind. 
Eng. Chem. Res. 58 (2019) 17583–17600, https://doi.org/10.1021/acs. 
iecr.9b02337. 

[20] L. Nazari, Z. Yuan, M.B. Ray, C. (Charles) Xu, Co-conversion of waste activated 
sludge and sawdust through hydrothermal liquefaction: Optimization of reaction 
parameters using response surface methodology, Appl. Energy. 203 (2017) 1–10, 
https://doi.org/10.1016/j.apenergy.2017.06.009. 

[21] J.L. Faeth, P.J. Valdez, P.E. Savage, Fast hydrothermal liquefaction of 
nannochloropsis sp. to produce biocrude, Energy Fuels 27 (2013) 1391–1398, 
https://doi.org/10.1021/ef301925d. 

[22] A. Gollakota, P.E. Savage, Biocrude Production from Fast and Isothermal 
Hydrothermal Liquefaction of Chitin, Energy Fuels 33 (2019) 11328–11338, 
https://doi.org/10.1021/acs.energyfuels.9b03209. 

[23] L. Qian, S. Wang, P.E. Savage, Hydrothermal liquefaction of sewage sludge under 
isothermal and fast conditions, Bioresour. Technol. 232 (2017) 27–34, https:// 
doi.org/10.1016/j.biortech.2017.02.017. 

[24] P. Das, S. Khan, M. AbdulQuadir, M. Thaher, M. Waqas, A. Easa, E.S.M. Attia, 
H. Al-Jabri, Energy recovery and nutrients recycling from municipal sewage 
sludge, Sci. Total Environ. 715 (2020), 136775, https://doi.org/10.1016/j. 
scitotenv.2020.136775. 

[25] S.K. Bauer, C.F. Reynolds, S. Peng, L.M. Colosi, Evaluating the Water Quality 
Impacts of Hydrothermal Liquefaction Assessment of Carbon, Nitrogen, and 
Energy Recovery, Bioresour. Technol. Reports. 2 (2018) 115–120, https://doi. 
org/10.1016/j.biteb.2018.04.010. 
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